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EXISTING CONDITIONS WILLIAM E. CARTER FIELD IS CURRENTLY UNDERUTILIZED, UNDER MAINTAINED, AND UNDER PAR RELATIVE TO ITS POTENTIAL IN THE HEART OF BOSTON AS AN ENVIRONMENTALLY AND ECOLOGICALLY BENEFICIAL COMMUNITY SPACE

CARTER FIELD RE-IMAGINED THE PROPOSAL CONNECTS CARTER FIELD TO THE SURROUNDING NEIGHBORHOOD ENCOURAGING A COMMUNITY EXPERIENCE LEARNING ABOUT THE GROUNDWATER RECHARGE AND STORMWATER MANAGEMENT TAKING PLACE

CONNECTION TO THE SWC AND SURROUNDING AREAS
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SITE FUNCTIONALITY

WATER DIRECTED FROM BIO RETENTION CELLS TO INFILTRATION 
GALLERIES WHERE IT RECHARGES GROUNDWATER
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EXPERIENTAL AND EDUCATIONAL 
BIORETENTION POND WITH PATHWAYS 
GRADED TO SHOW INUNDATION LEVELS DUE
TO DIFFERENT STORM EVENTS

STORMWATER IS DIRECTED TO BIO RETENTION CELLS, FILTERED, AND SENT THROUGH AN UNDERGROUND SYSTEM TO 
INFILTRATION GALLERIES WHERE IT RECHARGES BOSTON’S DEPLETED GROUNDWATER TABLE OR IS 
DIRECTED TO CISTERNS AND HELD TO BE USED FOR IRRIGATION AND TURF COOLING ON SITE.




